Fast, Efficient, and Less Labor-
Intensive Manufacturing

Maximize your competitiveness with an automated Operable by a single operator
production line. Robotized stacking allows you to produce Reduced labor costs
more square meters with fewer workers, significantly Enhanced workplace safety
reducing wage costs. Let the robot handle the heavy lifting. Smooth and consistent production flow
Scalability for increased output
Energy and space efficiency
Waste reduction
Optimized use of available space
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Snap Lock Rollformer



Advanced Industrial Snaplock Rollformer Next-Generation Snaplock Rollforming Solutions
Fast and ERP-Ready for Seamless Production High Output of 550 sqm/hour with
Integrated Packaging Automation

Our industrial Snaplock roll-former is equipped with inte- Integrated cut-to-length and punching unit for eaves

grated punching and eaves-bending units. All functions are bending and seam cap. Our high-capacity rollforming line ensures you can keep up with the

fully automated to meet the specific needs of customers. Flying eaves bending unit. growing demand for Snaplock profiles for years to come. lts exceptional

The machine is user-friendly and easy to maintain. With L ) . flexibility and scalability, combined with robotic stacking and packing,

G . A Rotary piercing unit for screw fixing. - ) )
built-in internet connectivity, remote access for service is enable you to take the next step in increasing production volume
fast and reliable. The system is ready to integrate with the Multiple lock types and surface embossing options available. . ,.;'ii
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customer’s factory ERP, supporting Industry 4.0 standards Designed for one selected strip width v § \/\\ 7’ ‘é:’},"}

Real-time order management and production monitoring

ensure seamless operational tracking. Width adjustment for multiple strip widths

Material requirements for steel

Steel thickness 0.6 mm
Coatings pre-coated
Quality S280-320GD+Z
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+ On-the-fly cut-to-length and punching unit for eaves bending and V'
seam cap

« Width-adjustable for multiple strip widths

« Customized seam types

« Multiple surface embossing options available
« Scalability to meet increasing demand

« Easy changeover of the punching tool

« Flying eaves bending unit

» Rotary piercing unit for screw fixing




